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 Model 7186 Single Channel RJ45 Cat5e A/OFFLINE/B Keylock Switch, Single Gang Wall Plate 
• Conference room connection to or isolation from multiple networks.
• Conference room network wall switch easily mounts in any location for convenient access.

Cat5e patchcords - ideal for 10BASE-T, 100BASE-T, 1000BASE-T Ethernet and Gigabyte Ethernet
Color 3 ft. price 5 ft. price 10 ft. price 25 ft. price
Black 990328-003 Call for price! 990328-005 Call for price! 990328-010 Call for price! 990328-025 Call for price!

Blue 990329-003 Call for price! 990329-005 Call for price! 990329-010 Call for price! 990329-025 Call for price!

Orange 990331-003 Call for price! 990331-005 Call for price! 990331-010 Call for price! 990331-025 Call for price!

Red 990333-003 Call for price! 990333-005 Call for price! 990333-010 Call for price! 990333-025 Call for price!

Grey 990334-003 Call for price! 990334-005 Call for price! 990334-010 Call for price! 990334-025 Call for price!

Yellow 990336-003 Call for price! 990336-005 Call for price! 990336-010 Call for price! 990336-025 Call for price!

INTRODUCTION
The LineSelect® Model 7186 Single Channel RJ45 Cat5e A/
OFFLINE/B Keylock Switch allows the user the capability 
of accessing two separate devices, ports A and B, via 
connection through a device connected to the Common port. 
The LineSelect® Model 7186 is a manually operated keylock 
switch mounted to a faceplate with cabled RJ45 connectors 
for installation into any single gang wall box.  No power is 
required for operation.
FEATURES:
• The switch ports are transparent to all data. 
• All (8) pins of the RJ45 Cat5e interface are switched via a  
 break-before-make keylock switch.
• No power required for operation.
• Faceplate mounting allows easy installation in single  
 gang wall boxes.
• LEG LENGTHS: 8” (20.3 cm)
• Certified for Cat 5e compliance.
OPERATION:

 o Keylock swtich allows quick and easy conference room   
 connection to A or B network.

 o No external  power required. Manually operated.
 o Keylock in left-most postion connects conference 

 room to Network A.
 o Keylock in right-most position connects conference   

 room to Network B.
 o Keylock in center position isolates both the A and B   

 networks from connection to conference room.  

SPECIFICATIONS:
PORT CONNECTORS: (3) RJ45 Cat5e female connectors 
labeled A, B, and COM.
 FRONT PANEL CONTROL: (1) Keylock switch on  
front panel selects A, OFFLINE or B.
POWER: No power required. Manually operated.
DIMENSIONS: Single Gang Wall Box:  
2.74” W x 4.49” H x 3.13” D. (7.0 x 11.5 x 8.0 cm)
WEIGHT: Approximately 0.4 lb. (0.2 kg)
LEG LENGTHS: 8” (20.3 cm) 


